SUMMARY OF REQUIRED STANDARDS/ ORDINANCES

VILLAGE OF NORTH SYRACUSE, ONONDAGA CO., NY

ZONING DATA: REQUIRED BY ZONING PROVIDED
ZONED: Cc-2 Cc-2
AREA: 2,000 S.F. 1.176+ ACRES
LOT FRONTAGE: 70’ 190.34'
LOT DEPTH 100’ 259.08’
BUILDING AREA: N/A 12,670 S/F.
MAX. COVERAGE: 50% 91%
HEIGHT: 35 13.5'
SETBACKS:

FRONT YARD: 30’ 91.3'/25.6'
SIDE YARD: 10’ / 20’ TOTAL 59'/3'
REAR YARD:

PARKING (OFF—STREET):

1 PER 200 S.F PLUS 1

PARKING SHARED PER
X—ACCESS EASEMENT

"8’ 3 ADA REQ'D.
(9'x18" TYP. SPACE) o4 SPAGES
ADA STALLS 4
PLANK ROAD 9
© ADA STALLS 1

TOTAL SITE 78
18 SHARED SPACES

NOTES:
1. SITE DISTANCE AT ALL DRIVEWAYS EXCEEDS 400.0° AND SURPASSES

/"SEE DETAIL 10 ¢ 2 T N.Y.S.D.0.T. REQUIREMENT OF 165.0° FOR 35 M.P.H. DESIGN SPEED ON
o / ' N GRADE < 3% PER N.Y.S.D.0.T. HIGHWAY DESIGN MANUAL APPENDIX 5C
/' —SHEET SP-3 FOR /
/"] CROSWALK DETALS / (TABLE 5C—1 AND 5C-2).
/ rC[a7555] . 2. PAVEMENT RESURFACING ONLY WILL NOT ALTER EXISTING GRADES AT THE
Q BC[423.15 - 4 SITE OR EXISTING DRAINAGE.
%& N - 3. ALL PARKING STALLS 9.0'W x 18.0'L. ALL H.C. SPACES 10.0'W x 18.0°L.
<§ ALL H.C. SPACES AND AISLES TO COMPLY WITH A.D.A. REQUIREMENTS.
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/\ g ) SHARED: 18 SPACES
v
X-ACCESS EASEMENT TO OWNER: el
< BE PROVIBED BETWEEN 836 North Landing Road, Rochester, NY 14625
‘PéRCELS A&B._ (585) 764—6173
~. APPLICANT:
b Collection Center Properties Company (CCPC)
550" Madison Ave New Y rk, N.Y. 10017
adison Ave. New YO . V.
. (212) 259-0565 NOT FOR CONSTRUCTION
/ - = — THIS PLAN HAS NOT RECEIVED FINAL APPROVAL OF ALL

REVIEWING AGENCIES. THIS PLAN IS SUBJECT TO
REVISION UNTIL ALL APPROVALS ARE OBTAINED AND
SHOULD NOT BE USED FOR CONSTRUCTION PURPOSES.
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WHEN IN CLOSED POSITION.

PRELIMINARY

REVIEWING AGENCIES. THIS PLAN IS SUBJECT TO
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DETAIL: SHRUB PLANTING

NOT TO SCALE

O,

1. PLANTING BALL — ON B&B MATERIAL, BURLAP AND WIRE BASKET SHALL BE REMOVED FROM THE UP HALF OF THE
ROOT BALL. ON CONTAINER MATERIAL, CONTAINERS SHALL BE REMOVE PRIOR TO INSTALLATION.

2. HEIGHT OF PLANTING SAUCER SHALL BE 3"

3. MULCH SHALL BE A MINIMUM OF 3" DEEP AND TAPER DOWN TO LEAVE THE ROOT FLARE EXPOSED. WHEN PLANTING ON
SLOPES DOWNHILL SIDE MUST BE STABILIZED APPROPRIATELY OR SEEDING ON DOWNHILL SIDE MAY BE SPECIFIED.

4. MATERIALS FOR PROTECTION OF PLANTS SHALL BE COMMERCIALLY AVALIBLE PRODUCT OR SYSTEM FOR SUPPORTING OF
TREES.

5. ALL TAGS, LABELS, ETC. SHALL BE REMOVED FROM PLANTS.

6. THIS DETAIL SHOWS ONE ABOVE GROUND TREE SUPPORT METHOD, ANY OTHER METHOD MUST USE COMMERCIALLY
AVAILABLE PRODUCTS INSTALLED PER THE MANUFACTURES SPECIFICATIONS.

7. THE ROOT FLARE SHALL BE VISIBLE AND LEVEL WITH SURROUNDING SOIL.

8. ANY SUBSTITUTIONS SHALL BE WITHIN THE SAME CHARACTER TRAIT AS SHOWN ON THE PLAN (EVERGREEN, SHRUB,

ETC.); OTHERWISE, APPROVAL SHALL BE REQUIRED BY THE CODE ENFORCEMENT OFFICER.
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